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FOREWORD

This report has been prepared by the S&ID Engi-
neering Development Laboratory, electronics
systems test group, for the Apollo design GSE group
under ATR 481041, This document is submitted to
Department 692-601 to provide a profile of the electro-
magnetic interference measurements made on the
C14-354 pyrotechnic initiator bridge set, Model
PTS 6566, part G16-821050, serial number 01-001,
in accordance with the requirements of Military
Specification MIL-I-26600 (USAF) as amended by
MSC-EMI-10A.
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INTRODUCTION

The electromagnetic interference test was performed on the C14-354
pyrotechnic initiator checkout bridge set, Model PTS 6566 part G16-821050,
serial number 01-001, to determine its compliance to the conducted,
radiated, and RF susceptibility requirements of MIL-I-26600 as amended
by MSC-ASPO-EMI-10A.

- Measurements of the conducted interference on the bridge set output
leads to the pyrotechnic devices indicated that the pulse interference
generated by the relays exceeded the limits of MIL-I-26600/MSC-ASPO-
EMI-10A, The radiated pulse interference also exceeded the prescribed
limits of the governing specification,

When the test specimen was exposed to the RF field prescribed by
the specification, the indicator meters on the bridge set reacted in a manner
that completely degraded its intended performance.

b

To reduce the excessive conducted interference, it is recommended
that arc suppressors be installed across all relay contacts or RF filters
incorporated in the output leads of the bridge set. The radiated inter-
ference level can be decreased by improving the shielding of the bridge
set input and output cables, and the susceptibility problem can be relieved
by the same shielding and by completely shielding the dummy squibs.

ity
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APPLICABLE DOCUMENTS

The following specifications are applicable to the tests performed on

the bridge set:

iy
i M"

Government Specifications

MIL,-1-26600
2 June 1958

Amendment MSC/ASPO-EMI-10A
17 October 1963

MIL-E-8881A
3 September 1959

MIL-B-5087A
29 January 1958

MIL-STD-831
28 August 1963

NAA (S&ID) Specifications

MAO0201-3G639
11 October 1965

MAQ0203-3544
4 October 1965

QRL 2607
3 November 1965

MAO0613-002

Interference Control Requirements,
Aeronautical Equipment

Amendment to MIL-I1-26600

Enclosure, Electromagnetic - Shielding,
Demountable, Prefabricated, General

Specification

Bonding, Electrical (for Aircraft)

Test Reports, Preparation of

Bridge Set, Pyrotechnic Initiator
Checkout, Model C14-354, G16-821050,

Functional Test, Procedure for

Ground Support Equipment,
Model C14-354, Electromagnetic

x
Interference Test, Procedure for

Electromagnetic Interference Test Plan
for Pyrotechnic Initiator Checkout
Bridge Set Model C14-354, Part No,

G16-82105011,

Electrical Bonding Requirements for

Apollo

-2 -
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TEST SUMMARY

PROCEDURE SUMMARY

The pyrotechnic initiator checkout bridge set system was composed
of the remote control set (P/N G16-821055) the bridge set (P/N G16-821050),
and six dummy squibs (P/N G16-821063). This system is referred to in
this report as the test specimen and is considered Class I equipment, as
prescribed in paragraph 3.5 of Reference (l). An electromagnetic inter-
ference (EMI) qualification test was conducted on the test specimen to
determine its compliance to the requirements of Reference 1,

TEST INSTRUMENTATION

The radio interference-field intensity (RI-FI) meters used to accom-
plish the interference tests are those prescribed in Reference 1 and
classified as category A measuring equipment, All RI-FI meters and
support equipment were calibrated and operated in accordance with the
manufacturers' recommendations and were approved by the National
Aeronautics and Space Administration (NASA) Testing Laboratory.

TESTING ENVIRONMENT

The EMI test was performed in compliance with MIL-E-8881 in a
shielded enclosure, 16 x 20 x 8 feet, located in the Central Instrumenta-
tion Facility (CIF) at Kennedy Space Center, Florida. The ambient
interference level within the enclosure was below the background noise
level of the RI-FI meter throughout the entire test frequency range,

ELECTRICAL BONDING AND GROUNDING

The remote control set and the bridge set were bonded to the copper
ground plane in the shielded enclosure utilizing copper bonding straps
with a minimum width-to-length ratio of 1:5. Each dummy squib was
bolted to the ground plane at the ground stud.

TEST SPECIMEN LEADS

The cable that connected the remote control unit to the bridge set
was designed to simulate the electrical length and shielding design of the
cable installation to be used on the launch pad. The two output cables
that connected the bridge set to the dummy squibs were 5 feet long and

-3 -
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=t complied with paragraph 4.2.5.2.1 of Reference 1. Each output cable
consisted of three pairs of squib leads (shield twisted) with a shield
zipper-tubing jacket that simulated the shielding of the operational cable.

The distance between cables and from each cable to the ground plane
was approximately 2 inches, The cables were approximately 4 inches from
the edge of the ground plane in compliance with paragraph 4.2.5 of
Reference 1, :

- TEST INSTRUMENTATION OPERATION

The RI-FI meters and other test instrumentation were operated in
accordance with the manufacturers' recommendations and within the pro-
visions of Reference 1.

Because of the characteristics of the interference generated by the
test specimen (transient pulses), the RI-FI meter was set to discrete
test frequencies (three per tuning band minimum); and whenever the inter-
ference level approached the specification limit, a scan was made to
locate the frequency at which maximum interference occurred,

The broadband interference measurements were performed at each
test frequency with the appropriate RI-FI meter set in peak function
position, As each switch on the remote control unit was actuated, the
slide-back control reduced the audioc level in the earphones until it was
barely discernable, Over the test frequency range of 150 kc to 400 mec
(while using the NF-105F interference meter), the meter impulse generator
was actuated, and a substitution technique was employed to determine the
amplitude of interference. When using the NM-10A interference meter over
the frequency range of 15 kc to 150 kc, the meter was standardized as per
the manufacturers' calibration manual, and the interfercnce level was
recorded directly off the meter,

When conducted interference measurements were performed, a
- current probe (clamped around each test lead) was used as the pickup
device. For radiated measurement, the appropriate 41-inch rod and

tuned dipole antennas were used as the pickup device,

TEST INSTRUMENTATION BONDING

During all conducted measurements, the appropriate RI-FI meter
was bonded to the ground plane through the outer shield of the coaxial
cable connected to the current probe., During radiated interference
measurements utilizing the 41l-inch rod antenna, the RI-FI meter was
bonded to the copper ground plane through the coaxial cable shield,

-4 -
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'
Ui

antenna counterpoise, and ground strap. When radiated measurements
were performed utilizing tuned dipole antennas, the RI-FI meter was
grounded through the third conductor (ground) in the power plug.

ANTENNA ORIENTATION

During all EMI tests that required the 41-inch rod antenna, an
antenna counterpoise was placed 6 inches below the level of the copper
ground plane. The rod antenna was in a vertical position, 1 foot from

. the test specimen, and positioned for maximum pickup.

When the tuned dipole antennas were used, the dipole was positioned
parallel to the horizontal axis of the test specimen, 1 foot above the level
of the ground plane, and 1 foot from the test specimen, The center of the
dipole was opposite the geometric center of the test specimen,

At test frequencies from 25 to 35 mc, the dipole antenna was
adjusted to 35 mc, When using the directional microwave antennas, the
antenna was placed 1 foot above the ground plane and 3 feet from the
geometric center of the test specimen.

TEST SPECIMEN DESCRIPTION

The pyrotechnic initiator checkout bridge set MODEL C14-354
is composed of the following three separate components:

1. Pyrotechnic checkout bridge remote control, part G16-821055
2, Pyrotechnic initiator checkout bridge, part ME 403-0006-0001
3. Pyrotechnic checkout dummy squib(s), part G14-821063,

’ ' By means of a Wheatstone-bridge design, the test specimen measures
the resistance of the six pyrotechnic devices installed in Spacecraft 009.
The test specimen is powered by self-contained dry cell batteries installed
in the remote control and the bridge set,

Six individual switches in the remote control unit are actuated to
operate separate relays in the bridge set so that the resistance of each pyro-
technic device can be measured. The dummy squibs are used to calibrate the
bridge set, and the pyrotechnic devices in the spacecraft are measured
differentially.

)

(

SID 65-1673



]

({

D

"
i

1]
4

i

l[l:

v

NORTH AMERICAN AVIATION, INC. < SPACKE and INFORMATION SYSTEMS DIVISION

FUNCTIONAL CHECKOUT

Prior to the EMI test the test specimen was functionally checked in
accordance with paragraph 4. 2.2 of Reference 3,

POWER REQUIREMENT
A 1,5-volt battery in the remote control unit energizes the relays
in the bridge set., Incorporated in the bridge 'set are 1.35-volt batteries

to power the bridge circuit and a 5.4-volt battery to power the bridge set
amplifier,

SID 65-1673
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TEST EQUIPMENT

The following NASA test equipment was used during the EMI test,
The equipment was operated in accordance with the manufacturers'
recommendations and displayed a NASA calibration sticker.

-7 -
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- Nomenclature Manufacturer Serial Number
_ Radio interference - field intensity | Empire Devices A 128
meter (basic unit) NF 105F Empire Devices
Tuning head T/A NF 105F Empire Devices A 128
Tuning head T/-1 NF 105F Empire Devices A 128
Tuning head T/-2 NF 105F Empire Devices A 128
Current probe, CP-105 Empire Devices 420
Current probe, 91550-1 Stoddart Aircraft 421-65
Radio Co,
Radio interterence - field intensity | Stoddart Aircraft 418-33
meter, NM 10A Radio Co.
_— RI-FI power supply, 91923-2 Stoadart Aircraft 550-58
- Radio Co,
50-ohm impedance matching net- Stoddart Aircraft --
work, 90081-7 Radio Co.
41-inch rod antenna, 92197-3 Stoddart Aircraft 417-33
‘Radio Co.
Antenna coupler, 92198-3 Stoddart Aircraft --
Radio Co,
Tuned dipole antenna, DM-105-T1 Empire Devices --
Tuned dipole antenna, DM-105-T2 | Empire Devices --
Tuned dipole antenna, DM-105-T3 | Empire Devices --
Calibrated microwave test antenna, | Polarad Electronics 12-11
CA-L Corp.
Calibrated microwave test antenna, | Polarad Electronics 13-11
CA-S Corp.
Calibrated microwave test antenna, | Polarad Electronics 234
CA-M Corp.
Calibrated microwave test antenna, | Polarad Electronics 370
CA-X Corp.
Parabolic microwave reflector, Polarad Electronics 1-22
CA-R2 Corp.
Vacuum tube voltmeter, 412A Hewlett-Packard 301-07890
Oscilloscope, 170A Hewlett-Packard NASA 36390
" plug-in unit, 162B Hewlett-Packard NASA 36391
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e Nomenclature Manufacturer Serial Number
Oscilloscope camera Hewlett-Packard 305-00347
Signal generator, 606A Hewlett-Packard 301-04584
Signal generator, 603C Hewlett-Packard 247-04929
Signal generator, 612A Hewlett-Packard NASA 35112
Signal generator, 8614 Hewlett-Packard NASA 52546
Signal generator, 8616A Hewlett-Packard NASA 45966
Signal generator, 1107 Polarad Electronics NASA 45612
. Corp.
Signal generator, 1108 Polarad Electronics NASA 43485
Corp.
-8 -
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TEST PROCEDURE

BROADBAND CONDUCTED ELECTROMAGNETIC INTERFERENCE
MEASUREMENTS ON OUTPUT LINES - (15 KC to 25 MC)

The conducted interference measurements made on the bridge set
output leads (J1 - R, S, U, M, H, and J and J2 - R, S, U, M, H, and J)
covered the test frequency range of 15 kc to 25 mc as required by
References 2 and 4, paragraphs 3,2.1 and 4. 8,1, respectively.

A current probe, used as the pickup device, was clamped around
each test lead as shown in Appendix D, Figures 21 and 22. The inter-
ference levels on each test line were recorded while the remote control
unit switches (1 through 6) were sequentially operated. Data was taken
to reflect the interference levels generated by the switch in the test lead
circuit and also the highest interference level induced into the test lead
by the actuation of the switches not in the test ITead circuit,

Oscilloscope photos of the transient pulse interference were taken
at 300 kc, 5.8 mc, 8.0 mc, 12 mc, and 25 mc to show the pulse character-
istics and waveform,

BROADBAND RADIATED ELECTROMAGNETIC INTERFERENCE
MEASUREMENTS -

Radiated interference measurements were performed on the test
specimen over the frequency range of 150 kc to 400 mc in accordance with
the requirements of References 2 and 4, paragraphs 3.2.2, 3.2.3, and
Reference 4, Paragraph 4, 7.

A 41-inch rod antenna was used as the pickup device for measure-
‘ments over the frequency range of 150 kc to 25 mc, and an appropriate
tuned dipole antenna was used for measurements throughout the range
of 25 mc to 400 mc. The antennas were placed 1 foot from the test
specimen and positioned for maximum pickup at each test frequency as
shown in Figures 23 and 24,

The remote control unit switches were sequentially operated, and

the recorded interference measurement was determined by the switch
that generated the highest level.

SID 65-1673
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RADIATED SUSCEPTIBILITY INTERFERENCE TESTS

Radiated susceptibility tests were performed on the test specimen
over the frequency range of 150 kc to 10 gc in accordance with the require-
ments imposed by References 1, 2, and 4,

The test specimen was subjected to an RF field established by a
50-ohm signal generator driving an appropriate test antenna with a
100, 000-microvolt (calculated) output modulated 30 percent at 400 cps,
For tests over the frequency range of 150 kc to 25 mc, a 41-inch rod
antenna was connected to the appropriate signal generator. Over the test
frequency range of 25 to 1000 mc, a tuned dipole antenna was used as the
radiating source. For tests covering the 1 gc-to-10 gc test frequency
range, a directive microwave (horn) antenna was used to generate the
RF field.

The rod antenna and tuned dipole antennas were placed 1 foot from
the test specimen, and the microwave antennas were placed 3 feet from
the test specimen, While the signal generator was slowly tuned throughout
the test frequency range, an ammeter connected to each output lead was
monitored for a current reading in excess of 5 milliamperes. The bridge
set indicator meters were also monitored for any deflection. Whenever an
anomaly occurred, the signal level output was reduced and the susceptibility
threshold level was recorded.

- 10 -
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TEST RESULTS

BROADBAND CONDUCTED INTERFERENCE - OUTPUT LINES

The broadband conducted interference (transient pulse) measured on
bridge set output lines exceeded the limits of Reference 3 as shown in
Appendix A data sheets (pages 18 through 29) and graphs in Appendix B
(pages 33 through 44). The interference generated on line J1-S when switch 1
- and switches 2 through 6 were actuated was within the limits of Reference 1.

The frequency at which the interference level approached the limit by the
least amount was at 1,4 mc. The level was determined to be 50 db above

1 microampere per megacycle bandwidth, and the specification limit at that
frequency was 50 db above one-microampere per megacycle bandwidth,

The interference level on line J1-R exceeded the specification limit by
the greatest amount at 8,0 mc when switch 1 was actuated. The measured
level was 50 db above 1 microampere per megacycle bandwidth, and the
specification limit at that frequency was 46 db above 1 microampere per

= megacycle bandwidth. When switches 2 through 6 were acti.ated, the inter-
~ ference on line J1-R was within the limits of Reference 1.

The interference level on lines J1-M and J1-U exceeded the specifica-
tion limit by the greatest amount at 8.0 mc when switch 2 was actuated. The
measured level was 57 db above 1 microampere per megacycle bandwidth,
and the specification limit at that frequency was 46 db above 1 microampere
per megacycle bandwidth, When switches 1 and 3 through 6 were actuated,
the interference on lines J1-M and J1-U exceeded the limits of Reference 1
at 18 mc. The measured level was 47 db above 1 microalu.pere per mega-

. cycle bandwidth on each line, and the Reference 1 limit at that frequency is
45 db above 1 microampere per megacycle bandwidth.

The interference level on lines J1-J and J1-H exceeded the specification
limit by the greatest amount at 12 mc when switch 3 was actuated., The
respectwe levels were 52 and 54 db above 1 microampere per megacycle
bandwidth, and the specification limit at that frequency was 45 db above
1 microampere per megacycle bandwidth. When switches 1, 2, 4, 5, and 6
were actuated, the interference on line J1-J exceeded the limits of
Reference 1 at 15 mc, The measured interference level was 49 db above
1 microampere per megacycle bandwidth, and the Reference 1 limit at that
frequency is 45 db above 1 microampere per megacycle bandwidth, The
interference on line J1-H exceeded the limits of Reference 1 at 15 and 18 mc
when switches 1, 2, 4, 5, and 6 were actuated.

- 11 -
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The measured interference was 46 db above 1 microampere per megacycle
bandwidth, and the Reference 1 limits are 45 and 44.5 db above 1 micro-
ampere per megacycle bandwidth, respectively.

The interference level on line J2-R and J2-S exceeded the specification
limit by the greatest amount at 12 mc when switch 4 was actuated. The
respective levels were 68 and 65 db above one microampere per megacycle
bandwidth and the specification limit at that frequency is 45 db above the
1 microampere per megacycle bandwidth. When switches 1, 2, 3, 5, and 6
were actuated, the interference on lines J2-R and J2-S was within the limits
of Reference 1,

The interference on lines J2-U and J2-M exceeded the specification
limit by the greatest amount at 12 mc when switch 5 was actuated. The
respective interference levels were 52 and 54 db above 1 microampere per
megacycle bandwidth, and the specification limit at that frequency is 45 db
above 1 microampere per megacycle bandwidth., When switches 1, 2, 3, 4,
and 6 were actuated, the interference on lines J2-U and J2-M was within the
limits of Reference 1.

The interference level on lines J2-H and J2-J exceeded the specifica-
tion limit by the greatest amount at 12 mc when switch 6 was actuated. The
respective levels were 61 and 60 db above 1 microampere per megacycle
bandwidth, and the specification limit at that frequency is 45 db above
I microampere per megacycle bandwidth. When switches 1 through 5 were
actuated, the interference measured on lines J2-H and J2-J was 51 db above
1 microampere per megacycle bandwidth, and on line J2-7J it was 46 db above
1 microampere per megacycle bandwidth, The Reference 1 limit of this
frequency is 45 db above 1 microampere per megacycle bandwidth,

BROADBAND RADIATED INTERFERENCE

The broadband radiated interference generated by the test specimen
exceeded the limits of Reference 1 at 15 mc and at 33 mc., The frequency
at which the specification was exceeded by the greatest amount was at 33 mc.
The level was 66 db above 1 microvolt per megacycle bandwidth, and the
specification limit at that frequency is 48 db above 1 microvolt per
megacycle bandwidth.

RF SUSCEPTIBILITY

When the test specimen was exposed to an RF field over the frequency
range of 4, 3 to 400 mc established by a signal generator set for maximum
output, the indicator meters on the bridge set changed erratically, The
threshold susceptibility data is shown on pages 31 and 32,

- 12 -
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With 100, 000 microvolts (calculated) output from the appropriate
signal generator, the test specimen failed to pass the susceptibility testing
requirements of Reference 1 at the following frequencies:

Frequency Susceptibility Threshold Voltage
(megacycles) (thousands of microvolts)

19 82

25 44

26 58

- 28 100
29 80

) 30 42
32 10

33 38

56 60

70 26

75 38

80 58

90 30

100 80

160 85

e 200 35
S 210 90

The most susceptible frequency was at 32 mc, where a 10, 000-microvolt
output caused a deflection of all indicator meters,

Figure 20 shows the amplitude and wave characteristics of the induced
RF field at 32 mc as monitored by a current probe clamped around line J1-S.

SID 65-1673
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DATA CALCULATION

USING CURRENT PROBE FOR CONDUCTED INTERFERENCE
MEASUREMENTS

Example:

Frequency =~ 15 ke
. Meter reading - 26.5 db
1l kc to 1 mc conversion 60.0 db
factor -
Probe correction factor - 13.0db

Final reading = meter reading + conversion factor +
probe factor = 99.5 db - ua/mec*

RADIATED INTERFERENCE USING 41-INCH ROD ANTENNA AND
NF105F R1-F1 METER

Ericié',rhple:
Frequency - 15 mc
Meter reading - 54 db
Meter correction factor¥k « -3 db
Antenna correction factor = 20.8 db

Final reading = meter reading + bandwidth + antenna factor =
71.8 db - uv/mc**f.:

-

*db - ua/mec = decibel above 1 microampere per megacycle bandwidth
™Meter correction factor of -3 db = conversion fromtrue peak to RMS peak

~#dh - yy/mc = decibel above 1 microvolt per megacycle bandwidth

- 14 -
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DISCUSSION AND RECOMMENDATIONS

The source of the broadband (transient pulse) interference generated
by the test specimen was the relays installed in the bridge set. To pass the
conducted interference limits of Reference 1, an R-C arc suppressor
(commercially available} could be installed across the contacts of each relay,
or an RF filter could be installed at the bridge set output connectors
(J1 and J2).

The excessive radiated interference would also be reduced by the
installation of the suppressive devices and/or by improving tae integrity of
the shields on the input and output cables of the bridge set. The shields
should be installed under each connector and should be well bonded, The
susceptibility problem would be corrected by improving the cable shielding
and by modifying the dummy squibs so that they are completely shielded.

)

.
i, |

-15 -
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CONCILUSION

The C14-354 pyrotechnic initiator checkout bridge set failed to meet
the conducted interference, radiated interference, and RF susceptibility
requirements of MIL-1-26600/MSC-ASPO-EMI-10A.

)

I
|
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!
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CONDUCTED INTERFERENCE

(Note: Throughout the frequency range from 15 kc
to 150 ke, Stoddart current probe was used.

Throughout the frequency range from 150 kc to
25 mc, Empire Devices current probe was used.)

SID 65-1673
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ELECTROMAGNETIC COMPATIBILITY DATA SHEET

TEST TITLE: EMI (UaLIFICATICN | DEPT. TEST REPORT NO.
7eST OF 4POLLO C14-354 o

PYROTHCHNIC INITIATUK CHeCK~ 098-322 SID €5-1675
OUT BHIDGE SHT UNIT LRNO.: 2607
TEST SPECIMEN: (14-354 RF SWA NO.:

Pyrotechnic Initiator Check-
out Bridge uet, P/N 316-821057 DATE:
Seris]l Wumber 01-00

12 Novenmber 19¢5

‘ TEST PERFORMED BY: WITNESSED BY: TYPE OF EMI TEST:
RESP. ENG.: W, Folsborg R. Kelso, Nia (.C, Bro~dband Conducted Using
TECH.: Current Probe
Yeter Line Line ** [Current | Line Line ]
Back- |~mbientd Ji1-R J1-R Probe J1=-R Ji-R *¥
round [Noise |Feter | Neter Corr- Final Final MIL-I1-26600/
loise Level Rerding | neading |ection | Xeading |Heading | MN3C-PO-ZNMI-10A
Frequency | Level |18 nbowelUB abovd DB atcve |Factor | IB above| DB auove | Spee, Limit
MC B _550vQ n/me | wa/me ue/me DB ua/me us /me DB-ua/me
.015 72 72 84.0 75,6 +13.C 97.0 92.6 180
.021 69 69 83.5 77 +10.,0 93.5 87.0 169
.028 64 64 88,0 65 + B,0 96,0 73.0 160
L0325 64 64 gz,C €5 + 7.C 99.0 72.0 152
.048 64 €4 85.5 65 + 4.0 90.5 €9.0 142
.058 67 67 Qo €7 + 3,0 Q3 0 68,0 135
065 63 63 932 67 + 2.0 a5.0 69.0 132
.000 54 54 92 66 - 0.5 ©1.5 65.5 121
= 120 51 51 90 64 - 2.0 &7 .0 111
~ : 150 29 29 53 3% O 53 3 104
= .220 27 27 58 31 o] 58 21 96
. 290 a2 27 63 0 G £3 30 38
L3730 24 24 66 70 0 6o 70 86
370 24 24 71 22 v 71 22 82
.500 23 22 64 31 4] 64 B3 75
.820 24 24 59 28 Q 59 28 63
900 24 24 50 25 O 50 25 61
1.40 24 24 47 26 o] 47 26 50
1.90 25 25 47 2 O 47 27 48
2.30 2 25 42 36 0] 42 36 48
2.50 28 28 42 34 0 42 34 47,8
3,20 28 25 35 33 0] 75 33 47.5
4,60 28 28 43 3 0 43 31 47
5.80 28 28 0 28 0 249 28 46.5
. 8,00 25 25 €0 °5 0 50 25 46
12.0 25 Z 46 2 o] 46 79 45.5
15.0 25 25 2 32 0 42 32 45
12,0 25 25 36 26 [¢] 36 3€ 44.5
- 23.C 28 28 P2 28 o] 32 28 44
25.0 2 28 20 31 O 20 31 44

REMARKS:

*  Current Probe Correcticn Fre*or not included,

**  Interference Lavel on Line J1-R wii} swiiches 2, %, 4, 5 and €

FORM 2928-] NEW 2-65
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NORTH AMERICAN AVIATION, INC.
SPACE and INFORMATION SYSTEMS DIVISION
sm— 12214 LAKEWOOD BLVD., DOWNEY. CALIFOLNIA

)
b

ELECTROMAGNETIC COMPATIBILITY DATA SHEET

TEST TITLE: BMI (UALIFICATICN | DEPT, TEST REPORT NO.
ToST OF APOLLO C14-354 008-322
PYRUTECHNIC INITIATOR CHuCK- SID 65-1673
QUT BRILGs 3BT UNIT Y LR NO.: 2607
TEST SPECIMEN: 14-354 [P SWA NO.:
Pyrotechnic Initiztor Check-
out Bridge Set,P/N G16-821050| DATE: 15 november 1965
Serigl N 001 .
TEST PERFORMED BY: WITNESSED BY: TYPE OF EMI TEST:
RESP. ENG,: . Holsborg %, Kelso, Nad G.C. Broadband Conducted Using
, TECH.: Current Probe
géfir Line Line ** [, : J1-5 J1-S¥¥
Back—  |i.ps J1-3 J1-3 urrent | Final
ground ;ZE;:nt* Meter Met:r Probe Reading g;ng}n MIL-I-26600/
Prequency | Hoise | 00y |Reading | Reaging | Corr- BALNE | MSC-aSPO-EMI-10A
MC Bgv?%we DB above LB ebove LB E}bOVe g;ctg? Spec . Limit
ua/me | ua/me | va/me uz/me DB LB-ue/mc | DB-ua/me | DB-ua/me
015 72 72 83.5 81 +13.0 96,5 94.0 180
.021 69 69 85.C 74 +10,0 95.0 84,0 169
.C28 64 64 84,5 €7 + 8,0 92.5 75.0 160
035 64 €4 92,0 £8 + 7,0 99,0 75.0 152
.048 64 64 84.5 €5 + 4.0 88.0 69,0 142
.058 67 67 ae,5 64 + 3.0 at .5 £7.0 175
065 63 63 97.0 £5 + 0.0 00,0 £7.0 132
—_ .090 54 54 89.5 61 - 0.3 80 60.5 121
T .120 51 51 88,0 61 - 3,0 85 53,0 111
~ .150 28 28 €8 36 0 68 36 104
. 220 27 27 72 41 0 72 41 96
.290 25 25 63 27 G 63 27 88
<330 24 24 65 24 0 65 24 86
« 370 23 23 65 23 4] 65 23 82
.500 23 23 62 25 4] 62 25 75
.820 24 24 €0 25 0 60 25 63
.900 24 24 53 2€ o 53 26 61
1.40 24 24 50 26 0 B0 26 50
1.90 25 25 39 27 0 29 27 48
2,30 25 25 45 27 0 45 7 48
2450 27 27 44 28 QO 44 28 47.8
3.20 28 28 39 29 0 %0 29 47 .5
4.60 28 28 40 30 ¢ 40 30 47
’ 5.80 27 27 38 29 0 38 29 46,5
8.00 25 25 20 28 e 20 28 4€
12 25 25 %4 23 ) 34 28 45.5
15 25 25 39 34 0 39 34 45.0
- 18 2 25 25 25 0 25 25 44.5
23 2 28 28 28 o] 28 28 44
25 28 28 30 28 4] 30 28 44
REMARKS:
* Current Probe Correction Factor not included.
**  Interference Level on Line J1-3 with Switches 2, %, 4, 5, and 6
actuated.

FORM 2928-] NEW 2-65 T -
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NORTH AMERICAN AVIATION, INC.
SPACE and INFORMATION SYSTEMS DIVISION
12214 LAKEWOQD BLVD., DOWNEY, CALIFC . NIA

ELECTROMAGNETIC COMPATIBILITY DATA SHEET

TEST TITLE: =MT (UALIFICATIUN | DEPT, TEST REPORT NO.
TrST OF APULLO C14-354 098-322 STD 65-1673
PYROTECHNIC INITIATOR CEuCK-
QUT BRIDGS SnT _ UNIT LR NO.: 2607
TEST SPECIMEN: ¢14-354 RF SWA NO.:
Pyrotechnic I?itiator Check-out
Bridge Set, P/N G1€-821050 DATE: o
Serial Nugber 01-001 15 Novamber 1965
TEST PERFORMED BY: WITNESSED BY: TYPE OF EMI TEST:
RESP. ENG.: W, Holsborg R. Kelso, lLina &.C. 3roadband Conducted Using
TECH.: Current Probe
Meter Line Line  ** | Current | Line Line
Back- Ambient}J1-M LT 1 =M Prohe Ji1-M Ji-W **
ground |Noise |Meter [Meter Corr- Final Final MIL-1-26600/
goisg Level |Rerding Reeding gct%on Reading | Reading |MSC-ASPO-EMI-10QA
Prequenc eve DB abovdDB 7bovellB above | Factor | DB above| DB atove |Spec. Limit
%C Y Dga E;ve ua/me va/me | un/me DB ua/me ua/me  |DB-ua/me
L0115 72 72 87 80 +13 1C0 o3 180
021 69 69 85.5 76 +10 95.5 86 169
.028 64 64 85 67 + 8 93 i 160
035 64 64 §1.5 65 + 7 G8.5 72 1652
048 64 64 a2 €6 + 4 a6 70 142
.058 67 67 83,5 66 +3 96.5 69 135
.065 63 63 93%.5 €8 + 2 85.5 70 132
.090 54 54 &89 67 -0.5 88.5 66.5 121
,120 54 54 a1 64 -3.0 823 61 11
150 25 25 66 %6 0 GE 26 104
.220 25 25 65 23 0 65 23 96
.290 25 25 €4 24 0 64 34 88
. 330 25 25 62 24 0 62 34 B6
.370 26 26 €3 34 0 63 34 82
.500 26 26 64 34 8] 64 34 75
.820 25 25 62 28 0 62 28 63
,9C0 25 25 60 30 ¢} &0 30 61
1.40 24 24 56 20 0] 56 20 50
1.90 25 25 57 33 0 57 33 48
2.30 24 24 49 %€ 0O 49 36 48
2.50 25 25 45 29 0o 45 39 47.8
3.20 26 26 39 36 0 39 36 47.5
4,60 25 25 45 37 0 45 7 47
5.80 23 23 50 28 ¢] 50 38 46,45
. 8.0 24 24 57 41 ¢ 57 41 46
12 25 25 56 41 0 56 41 45,5
15 26 26 52 47 0 52 47
18 26 2€ 47 36 Q 47 26 44.5
- 23 27 27 41 21 o] 41 b) 44
25 27 27 42 34 o 42 34 44
REMARKS:

Current Prote Correction Factor not ircluded.

*#% TInterference Level on Line J1-M with switches 1, 3, 4, 5, and 6
actuated,

"

FORM 2928-] NEW 2-65
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NORTH AMERICAN AVIATION, INC.
SPACE and INFORMATION SYSTEMS DIVISION
12214 LAREWOOD BLVD., DOWNEY, CALIFORNIA

ELECTROMAGNETIC COMPATIBILITY DATA SHEET

TEST TITLE: EMI QUALIFICATION | DEPT. TEST REPORT NO.,
Te3T OF APOLLO C14-354 098-322 SID 65-1673
PYROTZCENIC INITIATOR CHmuCK-
OUT _BRIDGE SET UNIT LR NO.: 2607
TEST SPECIMEN: (¢14-354 RF SWA NO.:
Pyrotechnic Init}ator Check- SATE
out Bridge Set,P/N G16-821050 ATE:
. | Serial Number 01-001 15 November 1865
TEST PERFORMED BY: WITNESSED 8Y: TYPE OF EMI TEST:
RESP, ENG.: W. Eolsborg ) fon Broadband Conducted Using
TECH.: R. Kelso, Nat G.C. Current Probe
Meter ine Line  **iCurrent |Line Line
Back~ mhient¥T1-U Ji=U Probe J1=0 J1-U *%
ground Noise Meter |Meter Corr—  |Fimal  |pinm1 MIL-I-26600/
Noise evel sading | Reading | .iion |Reading Reading M3C-4SPO-EMI-10A
[Frecuency %gve% B =2bovellB above| DB above |p . +o.. |DB above|DB above | Spec. Limit
MC 3,900V ua/me | ua/me ua/me B 1 /me ua/rc DB-ua/mc
015 72 72 85 73 +13 ag o1 180
021 64 69 87.5 76 +10 a7.5 86 169
.028 64 64 87.5 67 + 8 95,5 75 160
.035 €4 64 91 b4 + 7 a8 71 152
.048 64 64 a0 64 + 4 94 68 142
.058 67 67 92 &7 + 3 a5 67 135
065 €3 €3 g2 66 + 2 Q4 €8 132
— .0c0 54 54 o5 66 - C,5 94.5 65.5 121
£ = .120 51 51 1 64 - 3.0 88 61 111
= . 150 28 28 70 47 0 70 47 104
220 27 27 67 35 0 67 35 96
.290 25 25 €5 37 o 65 37 88
+ 330 25 25 €2 z2 ¢} £2 ze 86
. 370 26 26 67 34 G 67 34 82
500 26 26 67 29 0 67 29 75
.820 25 25 62 28 0 62 28 €3
.900 25 25 60 27 0 60 27 61
1.40 24 24 56 27 o} 56 27 50
1.90 25 25 49 34 0 49 31 48
2.30 24 24 48 33 0 48 33 48
2.50 25 25 48 33 0 48 33 47.8
3.20 26 26 43 34 0 43 34 47.5
4.60 25 25 46 33 0 46 33 47
5.80 23 23 48 24 o] 43 34 4¢.5
8,0 24 24 57 39 0 57 39 46
12.0 25 25 57 29 0 57 39 45.5
15.0 26 26 52 47 0 52 47 45
- 18,0 26 26 44 35 o 44 35 44,5
23.0 27 27 45 31 0 45 1 44
5.0 27 27 49 37 0 49 33 44
REMARKS: *¥ (Current Probe Correction Factor not included,
% Interference Level on Line J1-U with switckes 1, 3, 4, 5, and 6
actuated,
J

FORM 2828-] NEW 2-65
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ELECTROMAGNETIC COMPATIBILITY DATA SHEET

TEST TITLE: EMI (UALIFICATION| DEPT, TEST REPORT NO.,
Te3T OF APOLLO C14-=3%54 098-322 SID £5~1673
PYROTCHNIC INITIATOR CHaCK-

OUT BRIDGL SET UNIT LR NO.: 2607
TEST SPECIMEN: C14-354 RF SWA NO.;

Pyrotectnic Initiator Check-
out Bridge Set,P/NV G16-321050| DATE: 16 November 1065
Serisl Number 01-001 C

TEST PERFORMED BY: WITNESSED BY: TYPE OF EMI TEST:
RESP, ENG.: V. Folsborg crer Broadband Conducted Using
- TECH.: R. Kelso, Nix «.C. Current Probe
Meter Line Line ** |Current |Line Line **
Back~- limbient¥ J1-H Ji1-H Probe J1-H J1-E
ground [Noise Meter | Meter Corr- Final Firal MIL'I'26600/
Noise [Level [Reading |Reading |ection |Reading | Reading MSC-ASP@-EMI-104
Frequency Level B ~bovelB azbove| IB above |Factor | DB above| DB above Spec, Limit
NC Dga,ggve ua/me | ua/me us/me D3 ua/me uwa/me | DB-ua/me
.015 72 72 86,5 74 +13 99,5 92 180
.021 69 69 84.5 76 +10 34,5 86 169
.028 64 a4 8¢ €8 + 8 94 76 160
,035 64 64 92 68 + 7 99 75 152
048 64 64 89.5 67 + 4 93,5 71 142
.058 67 67 21,5 67 + 3 94,5 70 135
.CES 63 63 92.5 £5 + 2 94.5% 67 132
.0q0 54 54 89,5 62 - 0.5 89 61.5 121
.120 54 54 89,5 61 - 3.0 86.5 58 11
150 25 25 73 34 o} 73 34 104
220 25 25 173 35 0 73 35 96
.220 25 25 71 34 0 7 34 88
« 330 25 25 72 21 0 72 31 86
+370 26 26 70 24 ¢ 70 =4 82
.5C0 26 26 67 20 e €7 30 75
.82C 5 25 62 27 o] €2 27 63
.9C0 25 25 60 33 0 60 33 61
1.40 24 24 53 38 0 53 38 50
1.90 25 25 40 40 o] 49 40 48
2,30 24 24 49 40 0] 49 40 48
2.50 25 25 47 41 0 47 41 47.8
3.20 26 26 43 44 o] 43 44 47.5
4.60 25 25 44 364 0 44 16 47.
5.80 23 23 44 36 o] 44 26 46.5
8.00 24 24 51 a3 0 51 43 46
12.0 25 25 54 41 o] 54 41 45.5
15.0 26 26 45 46 o] 45 46 45
- 18.0 26 26 49 46 0 49 46 44.5
23.0 27 27 31 29 C 31 29 44
25.0 27 27 A2 28 ¢} 42 28 44
REMARKS:

* Current Probe Correction Factor not included,

** Interference Level on Line J1-H with switches 1, 2, 4, 5, and 6
actunted,

FORM 2928-] NEW 2-65
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NORTH AMERICAN AVIATION, INC.
SPACE and INFORMATION SYSTEMS DIVISION
12214 LAKEWOOD B8LVvO, DOWNEY, CALIFOTLNIA

ELECTROMAGNETIC COMPATIBILITY DATA SHEET

TEST TITLE: EMI QUaLIFICATION | DEPT. TEST REPORT NO.
T+ST OF APOLLO C14-354 098-322 1677
PYROTLCHNIC INITIATOR CHECK- SID 65-1673
OUT BRIDGE SET UNIT LR NO,: 2607

TEST SPECIMEN: C14-354 RF SWA NO.,:

Pyrotechnic Initistor Check-
out Bridge Set, P/N G16-821C50| DATE: 15 November 1965 Broadband Conducted Using

. Serial Number O1-001 - Current Probe
TEST PERFORMED BY: WITNESSED BY: TYPE OF EMI TEST:
RESP, ENG,: ¥, Holsborg e Broadband Conducted Usin
. TECH.: K. Kelso, Nai Q.C. Current Probe ¢
Meter .mbient¥pine Line ®xjourrent | Line Line
Back- oise Y1-J J1-J Probe Ji=J J1=J *¥
ground | ooy Meter |Meter Corr- |Final |Final MIL-I-26600/
Noise B sbovehceding | Reading |ection |Reading Reading | wso_pASPO-EMI-104
Ip Level B above| IB above |Fector |[DB above|l3 above Limit
requency |DR abovel ua/me ) Spec. Limit
MC ua/me ua/me | ua/me DB ua/me | wa/me | DR s /me
.015 72 72 84 80 +13% a7 93 180
021 £9 €9 84.5 77 +10 04,5 £7 169
.028 64 64 B7.5 £9 + 8 85.5 77 160
.035 64 64 92 69 + 7 389 86 152
.048 64 64 1.5 €6 + 4 95.5 70 142
.058 67 67 94.5 67 +3 7.5 70 135
.065 53 63 95 £7 +2 a7 6o 132
.090 54 54 o 63 - C.5 89.5 62,5 121
.120 54 54 91 €2 - 3.0 an 59 11
.150 25 25 73 33 0 73 33 104
.220 25 25 74 37 0 74 7 96
.290 25 25 73 >4 0 i) 34 a8
+330 25 25 71 27 0 71 27 86
#3370 26 26 70 31 o] 70 31 82
.500 26 26 66 28 0 £h 28 75
820 25 25 61 27 G €1 27 63
»900 28 28 61 29 o 61 29 51
1.40 24 24 59 30 0 59 30 50
1.90 25 25 53 38 0 52 38 48
2.30 24 24 47 39 C 47 39 48
2.50 25 25 48 37 0 48 37 47.8
3,20 26 26 41 38 G 41 36 47.5
4,60 25 25 42 39 ¢ 42 3 47
- 5.80 23 23 47 36 0 47 36 46.5
8.0 24 24 50 41 0 50 41 46
12.0 25 25 52 42 c 52 42 45.5
15.0 26 26 46 49 o 4¢ 4G 45
= 18.0 26 26 4G 33 0 40 %3 44.5
23.0 27 27 32 27 0 32 27 44
25.0 27 27 35 27 ¢ 35 27 A4
REMARKS: * (Current Probe Correction Pactor not included

#% TInterference Level on Line J1-J with switches 1, 2, 4, and 6
actuated,

FORM 2928-] NEW 2-65
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NORTH AMERICAN AVIATION, INC.
SPACE and INFORMATION SYSTEMS DIVISION
12214 LAKEWOOD BLVD, DOWNEY, CALIFO .NIA

ELECTROMAGNETIC COMPATIBILITY DATA SHEET

TEST TITLE: EMI QUALIFICATION DEPT.O?8 322 TEST REPORT NO.,
TEST OF APOLLO C1l4-35L4 = -
PYROTECHNIC INITIATOR CHECK- SID 65-1673
QUT BRIDGE SET UNIT RF LR NO.: 2607
TEST SPECIMEN: C14-354 SWA NO.:
Pyrotechnic Initiator Check-
out Bridge Set, P/N G16-82105¢ DATE:
| Serial Number 01-001 16 November 1963
TEST PERFORMED BY: WITNESSED BY: TYPE OF EMI TEST:
RESP. ENG.: W, Holsborg R. Kelso, NAA Q.C. Broadband Conducted Using
TECH,: Current Probe
Meter Line Line 3¢t | Current| Line Line »» | MIL-I-2600/
Frequency) Back- = [Mblentd yop | y2-R Probe |J2-R J2-R  [MSC-ASPO-EMI-10A
gggtsm 1{2‘1,2% Meter Meter Correc- | Final Final Spec. Limit
evel |np' i ovdReading | Reading |tion Reading | Reading | DB-ua/me
DB abovd_ DB abovie DB above FSC’LOI‘ DB ,above|DB above
ua/mc__ [da/me ua/me va/me | DB~ |ua/me ua/mc
.015 72 72 88 8 + 13 101 97 180
.021 69 69 88 79 + 10 98 89 169
.028 i, bl 9L 70 + 8 | 103 78 160
.035 6L b4 89 68 + 7 96 75 152
048 b4 by 9y 58 + 4 98 72 142
.038 67 &7 93.5 67 + 3 96.5 70 135
.065 63 63 93.5 65 + 2 95.5 67 132
.090 54 5k 92.5 63 - 0.5 92 62.5 1?1
.120 54 54 88 59 - 3.9 85 56 111
. 150 25 25 70 L1 9] 70 41 104
.20 25 25 71 39 0 71 39 g6
.2%0 25 25 68 39 G 68 39 88
.330 25 25 63 32 0 63 32 86
.370 26 26 70 36 0 70 36 82
.500 26 26 65 34 0 65 34 75
.820 25 25 b1, 31 0 64 31 63
. 900 25 25 58 28 0 58 28 61
1.40 2 2L 60 29 0 60 29 50
1.9 25 25 56 36 ¢ 56 38 48
2,30 2 A 54 38 0 54 38 48
2.50 25 25 55 39 0 55 39 47.8
3.20 26 26 48 38 0 L8 38 47.5
4.60 25 25 51 36 0 51 36 47
5.80 23 23 55 37 % 22 37 46,5
8.00 24 2L 60 40O G &0 Lo 46
12.0 25 25 68 38 0 68 38 45.5
15.0 26 26 55 Lo ¢ 55 40 45
18.0 26 26 53 l§3 0 53 43 44.5
23.0 27 27 L2 Q 0 ha 30 44
25 0 27 27 L5 3A 0 45 34 A4
REMARKS
#  Current Probe Correction Factor not included.
#% Interference Level on Line J1-H with switches 1, 2, 3, 5, and 6 actuated.

FORM 2928-7 NEW 2-65 T -

- 24 -
SID 65-1673



SPACE and INFORMATION SYSTEMS DIVISION

NORTH AMERICAN AVIATION, INC.

i

L

NORTH AMERICAN AVIATION, INC.
SPACE and INFORMATION SYSTEMS DIVISION
12214 LAKEWOOD BLVD, DOWNEY, CALIFO =NIA

‘“

\ﬂ'” !"l
g, Il

ELECTROMAGNETIC COMPATIBILITY DATA SHEET

TEST TITLE: gu1 QUALIFICATION DEPT, TEST REPORT NO.
Te3T CF APOLLO C14-354 0e8-322 SID 65-1673
PYROTLCHNIC INITILATOR CHECK-
OUT BRIDGE SET UNIT LR NO.: 2607
TEST SPECIMEN: ¢14-354 RF SWA NO.:
Pyrotechnic Initiator Check-
out Bridge Set,P/N G16-821050| DATE: 17 November 1065
Serial Number 01-001 '
TEST PERFORMED BY: WITNESSED BY: TYPE OF EMI TEST:
RESP, ENG.: W. Holsborg R. Kelso, NAL 0.C Broadband Conducted Using
TECH.: ToUTEER T Current Probe
geter - . ;ne Line Currert | Line Line
ack- Ambien =3 J2-3 ** |Probe J2=5 J2=5 %%
ground [oise leter Meter Corr- Final Final MIL—I-26§OO/
Noise evel eacing | Reading ection Keading |[Reading MSC-ASPO-sMI-10A
Franuency |Level B abovellB stove| UB above |Factor |DUB above|DB above | Spec, Limit
MC Dga RSV ua/me ua/me | ua/me DB us/me va/me DB-ua/me
.015 72 72 87.5 ]2 +13.0 100.5 a5 180
021 69 69 85 78 +1C.0 95 |8 169
.028 64 64 99 69 + 8.0 107 77 160
.035 64 64 a0 €7 + 7.0 a7 74 152
,048 64 67 96 68 + 4.0 100 2 142
.058 &7 67 g81.5 66 + 3.0 94.5% 69 1735
.065 63 63 93 €5 + 2,0 95 67 132
.090 54 54 89,5 63 - 0.5 21} £2.,5 121
120 54 54 86 59 - 3.0 83 s6 111
150 25 25 72 41 0 72 41 104
.220 25 25 71 349 C 71 39 g6
.290 25 25 70 36 0 70 26 88
«330 25 25 67 35 ¢ £7 25 86
. 370 26 26 68 bYi 0] 68 27 82
.500 26 26 65 %3 0 65 23 75
.820 25 25 62 21 0 62 21 63
.900 25 25 60 28 9] 60 29 61
1.40 24 24 59 29 0 59 29 50
1.90 25 25 56 3% 0 56 33 48
2,30 24 24 52 36 0 52 36 48
2.50 25 25 49 37 0 49 37 47.8
3.20 26 26 42 41 0 42 41 47.5
4.60 25 25 44 z 0 44 27 47
- 5.80 23 23 50 35 0 50 35 46.5
8.00 24 24 53 41 ¢ 53 41 46
12.0 25 25 65 40 ¢ 65 40 45,5
15.0 26 26 50 26 0 50 36 45
= 18.0 26 26 50 44 G 50 44 44,5
23.0 27 27 41 29 0 41 29 44
25.0 27 27 46 35 0 46 35 44
REMARKS: * Current Probe Correction Factor not included
** Interference Level on Line J2-5 with switches 1, 2, 3, 5 and
€& actuczted,

FORM 2928-] NEW 2-85
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NORTH AMERICAN AVIATION, INC. SPACE and INFORMATION SYSTEMS DIVISION

NORTH AMERICAN AVIATION, INC.
SPACE and INFORMATION SYSTEMS DIVISION
12214 LAKEWOOD BLVD, DOWNEY, CALIFG (N1A

ELECTROMAGNETIC COMPATIBILITY DATA SHEET

TEST TITLE: EMI QUALIFICATICH| DEPT. TEST REPORT NO.
Tn3T CHF LPOLLO C14-354 .

PYROUTUCERIC IWITIATUR CHuCK- 098-322 SID 65-1€73
QUT BIRLG: oSBT UNIT LR NO.,: 2607
TEST SPECIMEN: C14-354 RF SWA NO.:

Pyrotechnic Initiator Check-
out Bridge Set,P/N G16-82105C| DATE:  1g November 1965
Serial Number CG1-C01

TEST PERFORMED BY: WITNESSED BY: TYPE OF EMI TEST:
RESP, ENG.: ¥, Holsborg R. Kelso, Nin G.C Brozdband Conducted Using
TECH.: Ty T mr Current Probe
getﬁr . : Line inﬁ ** furrent [Line Line
Back- [|subient |J2-M 2- Probe 2-M Jo-M  w% |
ground |[Noise Meter leter Corr- JPinal ;wi-jﬂ i‘{-‘L'I"'%GOO/
Noise |Level |Reading Rending |ection |Re=ding |Rezding ['SC=ASPU-EMI-10A
Frequency [‘Le"el DB abovgDB 2bovel DB apove | Factor | LB above|D'B above | Spec. Limit
HC 'Bug 0%e | na/me | wa/me |y, /ne LB ua/me uz/me DB-ua/me
.015 72 72 85 8C +13 a8 g3 180
.021 69 £9 87 73 +10 o7 83 169
.028 64 £4 88 F8 + 8 Q6 76 160
.035 64 64 g1 69 + 7 98 76 i52
.048 €4 64 gz 64 + 4 496 €8 142
058 67 €7 a3 61 + 3 a6 64 135
065 £3 3 G6 65 + 7 a8 67 132
— 090 RL 54 0s,5 61 - 0.5 04 £0,5 121
£ .120 54 54 92 57 - 3.0 8¢ 54 5y
S L150 25 25 75 41 ] 75 41 104
. 220 25 25 72 41 0 72 41 a6
.290 25 25 70 28 0 70 38 a8
. 330 25 25 66 36 0 GE 36 86
370 2F 26 67 37 0 87 37 82
500 2€ 26 66 3E ¢ 66 3 75
.820 25 25 62 34 0 62 Z4 €3
. 800 25 25 56 2Q 0 1S 29 61
1.40 24 24 56 27 0 56 27 50
1,00 2 25 51 23 0 51 33 48
2.30 24 24 48 34 0 48 34 48
2.50 25 25 45 35 0 45 35 47.8
3,20 26 26 37 37 0 27 7 47.5
4,60 25 25 40 35 0 40 35 47
5.80 23 23 42 21 0 42 21 46,5
: 8,00 24 24 48 35 0 48 35 46
12.0 25 25 54 40 G G4 40 45.5
15.¢ 6 26 44 42 0 24 42 45
. 18.0 26 26 43 40 0 4% 40 44.5
23,0 27 27 29 27 0 29 27 44
25,0 27 27 37 35 o 37 35 44
REMARKS: R

Current Probe Correction Factor not included.

*% Interference level or Line J2-M with switches 1, 2, 3, 4 and 6
actnated,

o ”H

FORM 2928-] NEW 2-65
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NORTH AMERICAN AVIATION, INC.
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SPACE and INFORMATION SYSTEMS DIVISION
12214 LAKEWOOD BLVD., DOWNEY, CALIFO .NIA

ELECTROMAGNETIC COMPATIBILITY DATA SHEET

TEST TITLE: EMI QUALIFICATION

DEPT.

TEST REPORT NO.
TuST OF APOLLO C14-354 o 6
PYRUT=CENIC INITIATOR CHBCK- 098-322 SID 65-1675
OUT BRIDGe SKT UNIT RNO.: 2607
TEST SPECIMEN: C14-354 RF SWA NO.,:
Pyrotechnic Initietor Zheck-
out Bridge set,P/N G16-821C50 | DATE:
Serial Xumber 01-001. 17 November 1965
TEST PERFORMED BY: WITNESSED BY: TYPE OF EMI TEST:
RESP, ENG.: v, Holsbore R. Kelso, Nan Q.C. Brondband Conducted Using
TECH. Current Probe
Meter x |ine Line Current | Line Line
Baok— |ambient[J2-U | J2-U *¥ | Probe | J2-U_ | J2-U_ **| w11 1 6600/
ground [Noise Meter Feter Corr- Final Final FQC ASPC—tMTI—10A
Noise |Level |weading| Reading | ection | Reading | Reading [M°°~ T
Frecuency | kevel [IB nboveDB ~bcve DB above | Fantor | DB above| DB above Spec. Limit
NC D&a7ggve un/me | ua/me ur./me LB us/me ua/me DB-ua/me
.015 72 72 R7.5 4 +13 100.% a7 180
021 69 69 86.5 75 +1C 96.,% ]85 169
028 64 64 92 &7 + B 100.0 75 160
.035 64 €4 g2 67 + 7 Q9.0 74 152
.048 h4 €4 83.5 66 + 4 Q7.5 70 142
.088 67 &7 G6 6Ff + 3 94,0 69 135
065 63 €3 a5 66 + 7 Q7.0 g 132
.090 54 54 07.% 51 - .5 Q%0 £C.5 11
.120 54 54 91 59 - 3,0 28,0 56.0 111
150 25 25 77 44 0 77 44 104
.220 25 25 73 43 Q 73 43 g6
.290 25 25 72 40 0 72 40 88
-330 25 25 70 41 0 70 41 86
.370 26 26 70 41 0 70 41 82
.500 26 26 69 25 0] £9 35 75
.820 25 25 62 31 o] 62 24 63
.900 25 25 61 23 0 3 23 61
1.40 24 24 55 27 0 55 27 50
1.90 25 25 53 29 0 53 29 48
2.30 24 24 49 L4 o 49 44 48
2.50 25 25 48 43 [6) 48 43 47 .8
%.20 26 26 ZR A0 0 38 40 47.5
4,60 25 25 39 a1 0 29 44 47
5.80 23 23 42 4 0 42 41 46,5
8.0 24 24 49 35 o 49 35 46
12.0 25 25 52 31 0 52 31 45.5
15.0 26 26 44 33 0 44 33 45
18,0 26 26 45 27 0 45 27 44.5
23.0 27 27 33 29 o] 33 2% 44
25.0 27 27 43 34 0 43 24 44
REMARKS: # (urrent Probe Correction Factor not included,
#*x  Interference Level on Line J2-U with switches 1, 7, 3, 4 and 6
actuated,
FORM 2928-] NEW 2-85
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NORTH AMERICAN AVIATION, INC. SPACE and INFORMATION SYSTEMS DIVISION

NORTH AMERICAN AVIATION, INC.
SPACE and INFORMATION SYSTEMS DIVISION
12214 LAKEWOOD BLVD, DOWNEY, CALIFC :NIA

ELECTROMAGNETIC COMPATIBILITY DATA SHEET

TEST TITLE: EMI GUALIFICATICW | DEPT, TEST REPORT NO.
TuST OF »POLLO C14-354 QoB-322 SID 65-1673
PYRUTSCRETC INITIATOR CHiCK- X
CUT BRIDGE 5em UNIT LR NO,: 2607
TEST SPECIMEN: c14-354 RF SWA NO.:

Pyrotechnic Initiator Check-
out Bridge Set,P/i G16-821050] DATE: 47 November 1965
Serinl Nuwber (1-001 '

TEST PERFORMED BY: WITNESSED BY: TYPE OF EMI TEST:
RESP. ENG.: W. Holsborg R. Kelso, Nhn i.C. Broadband Condncted Using
TECH.: Current Probe
Meter . ¥ iLine Line Current |Line Line
Back- pmbient | yo.m 1 JoH ** |Prove |Jo-H Jo-H **
ground Noise Meter |Meter Corr- Final Final MIL-I-26600/
Noise [evel Reading |Reading |ection |Reasding |Reading MSC-ASPO-EMI-10A
Frecuency |Level B 2bOVenB apove| D3 sbove |Factor |DB above|DB above | Spec. Limit
MC B nbove ua/me fua/me | ua/me DB ve/me | ua/me | DB-va/me
015 72 72 g0 81 +13 103 G4 180
.021 9 69 92 73 +10 102 83 169
.028 64 64 85 70 + 8 83 78 160
035 64 64 89 60,5 + 7 396 66,5 152
,048 64 64 94 £3.5 + 4 a8 67.5 142
058 67 67 86,5 64,5 + 3 82,5 67.5 135
065 63 63 88 6 + 2 30 68 132
— 2090 | 54 54 84,5 | 65.5 | - 0.5 g4 65 159
F .120 54 54 83,5 64 - 3.0 80.5 61 111
50 | 25 25 72 39 Oy 72 30 104
.220 25 25 72 39 6] 72 29 a6
2290 25 25 70 38 o} 70 28 a8
«330 25 25 69 23 0 69 33 86
370 26 26 68 33 o] 68 23 82
.500 26 26 66 32 0 66 32 75
.820 25 25 61 28 o] €1 28 63
.900 25 25 56 27 9] 56 27 61
1.4C 24 24 56 26 0 56 26 50
1.90 25 25 53 32 0 53 32 48
2.30 24 24 49 35 0 49 35 48
2.5 25 25 47 36 0 47 36 47.8
3.20 26 26 42 38 0 42 28 47.5
24.60 25 25 39 36 0 39 36 47
’ 5.80 23 23 49 35 0 49 35 46.5
8.00 24 24 56 28 0] 56 38 46
12.0 25 25 61 45 0 61 45 45.5
. 15.0 26 26 53 51 0 53 51 45
18,0 26 26 50 34 0 50 34 44.5
23.0 27 27 40 30 0 40 20 44
25.0 27 27 42 33 o 42 33 44
REMARKS:

* Current Probe Correction Facior not included.

¥ Interference Level on Line J2-H with switches 1, 2, 3, 4 and 5
actuated,

FORM 2928-] NEW 2-65
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NORTH AMERICAN AVIATION, INC.

SPACE and INFORMATION SYSTEMS DIVISION

NORTH AMERICAN AVIATION, INC.
SPACE and INFORMATION SYSTEMS DIVISION
12214 LAKEWOOD BLVD, DOWNEY. CALIFOYNIA

ELECTROMAGNETIC COMPATIBILITY DATA SHEET

TEST TITLE: EMI QUALIFICATION | DEPT. 098-322 TEST REPORT NO.
TEST OF APQOLLO CM—BSA 98- SID 65_1673
PYROTECHNIC INITIATOR CHECK- -
OUT BRIDGE SET UNIT RF LR NO.: 2607
TEST SPECIMEN: c14-354 SWA NO.:
Pyrotechnic Init}ator Check-
out Bridge Se*,P/N G16-821050| DATE:
Serial Mumber 912001 18 November 1965
TEST PERFORMED BY: WITNESSED BY: TYPE OF EMI TEST:
RESP, ENG.: W. Holsborg R. Kelsc, NA&A Q.C. Broadband Conducted Using
TECH.: Current Probe
Meter Ambient) 1 Line #%{Current |Line Line **
Frequency|B3%K=, | Noise Wne 1 5o0S Probe  |Ja.g J2—g | MIL-I-26600/
W §50und | Level |Meter |Meter Correc=-|Final Final | MSC-ASPO-EMI-10p
Level |DB abovgReading|Reading |tion Reading | Reading | -R®C: Limit
DB above| ua/mc PB above|DB above |Factor |DB apove | DB above| DB-ua/me
ua/me ua/me | ua/me DB wa/mc ug/me
.015 72 72 88 759.5 + 13 101 92.5 180
.021 69 69 93 77 + 10 103 87 169
.028 A 6L 8L.5 65 + 8 92.5 73 160
.035 by 64 92 bh.5 + 7 97 71.5 152
.048 64 bl 92 65 + 4 96 9 142
.058 67 67 84 65.5 + 3 87 68.5 135
.065 63 63 85 67.5 + 2 87 69.5 132
090 54 54 90 66.5 - Q.5] 89.5 66 121
.120 54 54 86 64 - 3.0f 83 61 (RN
.150 25 25 76 39 0 76 39 104
.220 25 25 74 37 0 T4 37 96
. 290 25 25 70 35 0 70 35 a8
.330 25 25 68 34 0 68 34 86
.370 26 26 67 36 0 67 36 B2
.500 26 26 66 31 0 66 31 75
.820 25 25 62 27 0 62 27 63
.900 25 25 60 28 0 60 28 £1
1.40 24 24 57 28 0 57 28 50
1.90 25 25 52 32 0 52 32 48
2,30 2 24 45 35 0 45 35 48
2,50 25 25 L6 36 ¢} L6 36 47.8
3.20 26 26 39 34 0 39 34 47.5
15..60 25 25 50 32 0 50 32 47
.80 23 23 50 32 o] 50 32 46.5
8.00 24 24 55 35 o] 55 35
12.0 28 25 &0 12 o | & 12 8.5
%gg 26 26 49 L6 0 49 L6 45
. 2 2 5 5
28 1% |2 18 | 4 il %8 1% 4
REMARKS: e
#  Current Probe Correction Factor not included.
##*  Interference Level on Line J2-J with switches 1, 2, 3, 4, and 5 actuated.

FORM 2928-] NEW 2-65
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NORTH AMERICAN AVIATION, INC. SPACE and INFORMATION SYSTEMS DIVISION

NORTH AMERICAN AVIATION, INC.
SPACE and INFORMATION SYSTEMS DIVISION
£ 12214 LAKEWOOD BLVD., DOWNEY, CALIFO NIA

ELECTROMAGNETIC COMPATIBILITY DATA SHEET

TEST TITLE: ©BMI (UALI®ICATION| DEPT. 0Qu8-322 TEST REPORT NO.
TuST OF APOLLO C14-354 SID 65-1673
PYROTHCHNIC INITIATOR CHECK-
OUT BRIDGEH SuT UNIT LR NO,: 2607
TEST SPECIMEN: C14-354 ¥ SWA NO.:
Pyrotechnic Initistor Check-
out Bridge 5et,P/N G16-£521050| DATE: 19 Kovember 1965
. Serial Number 01-001
TEST PERFORMED BY: WITNESSED BY: TYPE OF EMI TEST:
RESP. ENG.: W. Holsborg R. Kelso, Ni% (.C Brosdband Radiated
. TECH.:
eter , 2 , Corr-
Bock- | Ambient cntenrs | octed | Final
eround | Noise Meter | Correc- Back- : . ,
foise |Level |rending tion |grouna | Loter n-1-26600/
Frocvency| Lavel oo | uv/ee | oa"T | Lptes-DE| 18 svove Mrec. Timtt
: 3 ebovd uv/me | uv/me 3 & = : opec, Limi
e uv/me I8 ‘g8§ me | UV/me DB-uv/me
.15 28 28 28 35.0 £3 63 79
22 P20 29 20 35,2 a4 64 T4.6
+29 29 29 29 35.5 €5 €5 73.1
.33 30 30 30 33.2 632 63 72.4
37 24 24 24 33.5 58 58 72.2
«50 24 24 24 34.2 58 58 70
82 24 24 24 30.5 54 54 69.5
.90 26 26 26 31.0 57 57 €9.4
1.4 26 26 26 27.2 53 53 60
1.9 25 25 25 28,2 53 53 68,6
2.3 26 26 26 23.8 5C 50 68.4
2.5 27 27 27 24,0 51 51 68.4
3.2 26 26 2¢ 24.5 50 50 68
4.6 26 26 26 21.3 47 47 67.7
5.8 23 23 37 21.8 45 56 67.5
6.5 24 24 30 22.0 46 52 67.4
8,0 25 25 2h 72.8 48 49 67.2
12.0 25 25 29 20 45 49 66,7
12,5 25 25 37 20.5 46 5 €6.7
15.C 31 %1 51 20,8 52 72 66.5
18,0 33 z 51 15,0 48 66 66.3
23.0 32 z2 50 16.0 48 66 66,1
25.0 30 30 45 1.2 46 61 66
' 33,0 26 26 55 ] 24 €3 49
40,0 25 25 37 8 3 45 50.5
53.0 27 27 31 9 36 40 51.3
. 75.0 26 26 325 9 35 44 52.5
* 105.0 20 29 37 9 38 46 53.5
165.0 26 26 33 g 25 42 54.9
230.G 26 26 27 g ] 36 56
2 .4
i g1 % | & | ¢ | B o 3
REMARKS: 1+ Final Readings rcunded off tc nenrest DB, .
~F FORM 2928-7 NEW 2-65
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NORTH AMERICAN AVIATION, INC.

SPACE and INFORMATION SYSTEMS DIVISION

NORTH AMERICAN AVIATION, INC.
SPACE and INFORMATION SYSTEMS DIVISION
12274 LAKEWOOD BLVD., DOWNEY, CALIFO «NIA

ELECTROMAGNETIC COMPATIBILITY DATA SHEET

TEST REPORT NO.

TEST TITLE: EMI 4UALIFPICATION DEPT.
TuST CF APOLLO C14-354 098-322
PYROTLCENIC INITILTOR CH.CK-
OUT BRIDGE 347 UNIT LRNO.: 2607
TEST SPECIMEN: C14-354 = SWA NO.:
Pyrotechnic Initiator Check- — —
out Bridge Set, P/N G16-821050| DATE: 55 yooover 1965
1 Serial Number 01-001,
TEST PERFORMED BY: WITNESSED BY: TYPE OF EMI TEST:
RESP, ENG.: W, Holsborg R. Kelso, Niaa, G.C. R Radisted Susceptibility
TECH.:
Radiated MIL-I-26600/
Level MSC-ASPO-EMI-10A
Frequency | Micro- SPuC. LIMIT
MC volts MICROVOLTS
2% | 1000k j41" Rod N CHANGE IN| GPERATIGN OF 100k
Antenna TusT BPaCIMEN
4.30
4,30 980k MeT. RS ON BRIDGE SuT| DeFLECTED
5.0 T2Ck
5.8 780k
6,5 430k
7.0 140k
7.5 140k
8.0 240k
8.5 270k
10.0 340k
19.0 82k* U
20 430k !
22 150k :
25 axr| ¥ :
26 58k* [Dipole
27 140k |int.
29 80k* (Tuned td
30 42k* |35 MC
32 10k*
33 38k*
34 120k
35 170k [ 4 v Y
REMARKS: o , .
1. HBRediated Level reflects the open circuit output from the SC ohm
Signal Gernerstor driving the appropriate rod, tuned dipole, and
directicral antenna,
* Indicates out-of-spec condition.

FORM 2928-] NEW 2-65
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NORTH AMERICAN AVIATION, INC.

SPACE and INFORMATION SYSTEMS DIVISION

NORTH AMERICAN AVIATION, INC.
SPACE and INFORMATION SYSTEMS DIVISION
12214 LAKEWOOD BLVD. DOWNEY, CALIFONIA

ELECTROMAGNETIC COMPATIBILITY DATA SHEET

TEST TITLE: 2MI QU~LIFIC.TICN
Ts8T OF APOLLO C14-354
PYROTLCERIC IHITIAVOR CHeCK-
OU" BRIDG: SuT

DEPT,

TEST REPORT NO,

TEST SPECIMEN: (14-354
Pyrotechnic Initiator Check~
out Bridze Zet,P/l G16-821050
Serinl Nupber 01-001

o98-322 SID 65-1673
UNIT RF LR NO.: 2607
SWA NO.:

DATE: 22 November 196%

TEST PERFORMED BY:
RESP, ENG.: V', Holsborg
TECH.:

WITNESSED BY:

R. Kelso, Nua, (.C.

TYPE OF EMI TEST:
RF Radieted Susceptibility

* Indicates out-of-spec condition.

Radis ted
Level MIL-I1-26600/
Micro- MSC-ASPO-EMI~104
Frequency jvolts SPeC, LIMIT
MC MICROVOLTS
26 250k Pipole FETLRS ON BRILGH 3aT| DaFLGCTZD 100k
to lintenns i
50 Tuned to i
Test H
52 160k
54 120K* Freq. !
56 60k* i
70 26k* %
75 38k* :
80 58k¥*
a0 20k *
100 Z0k*
120 8Ck*
160 85k*
200 35k*
210 110k
220 {20k
350 250k
400 3C0k
410 + +
to 500k NO CHaNGs IN OPSRATILY CF TuST
1000 Y SPCTMEN
1200 Directignal
to 500k lAntenna
10,000 4
REMARKS:

1. Radiated Level reflects the open circuit output from the 50 ohm
3ignal Generator driving the approoriate antenna.

FORM 2928-] NEW 2-65
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Figure 14.
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CONDUCTED INTERFERENCE ON OUTPUT LINES
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71 db above one microamp/mc
Sweep rate: 1 millisecond/cm

Amplitude: 0.5 volt/cm

Figure 15, Transient Pulse at 330 kc on Line J1-J

'M.!!!.“ Sweep Rate: 1 milliseCOnd/Cm
BVEESEREN

38 db above one microamp/mc

Figure 16, Transient Pulse at 5.8 mc on Line J1-5
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AVIATION, INC. | ¢

NORTH AMERICAN

60 db above one microamp/me
1 millisecond/cm

Sweep Rate:
Amplitude: 0.5 volt/cm

Transient Pulse at 8. 0 mc on Line J2-R

Figure 17.

68 db above one microamp/mc
1 millisecond/cm

Sweep Rate:
Amplitude: 0.5 volt/cm

‘,n 28

Transient Pulse at 12. 0 mc on Line J2-R

Figure 18.
45 db above one microamp/mc
1 millisecond/cm

Sweep Rate:
Amplitude: 0.5 volt/cm

Transient Pulse at 25 mc on Line J2-R

SID 65-1673

Figure 19.

- 48 -

o '“"u‘



NORTH AMERICAN AVIATION, INC. SPACE and INFORMATION SYSTEMS DIVISION

RF INTERFERENCE INDUCED ON OUTPUT LINE
DURING RADIATED SUSCEPTIBILITY TEST
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Internal Sweep Magnifier: X10
Sweep Rate: 5 milliseconds/cm
Amplitude: 0.2 volt/cm

Figure 20, RF-Radiated Susceptibility Test, 32-mc (400-Cycle
Modulation) Induced on Line J1-S—Current Probe Pickup
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APPENDIX D, TEST SETUPS
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CONDUCTED INTERFERENCE TEST SETUP
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Conducted Interference Test Setup Using Current Probe

Figure 21.
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Conducted Interference Test Setup

Figure 22.
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RADIATED INTERFERENCE TEST SETUP
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Radiated Interference Test Setup Using 41-Inch Rod Antenna

Figure 23.
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Radiated Interference lest Setup Using Tuned Dipole Antenna

Figure 24.
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RF RADIATED SUSCEPTIBILITY TEST SETUP
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Radiated Susceptibility Test Setup Using Dipole Antenna

Figure 25.



